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Heritage Wood© 
FACT SHEET 

This classic is experiencing a revival.  Heritage Wood emulates the rustic beauty of rough sawn wood and 

comes in an array of natural and distressed wood tones.  A pearlized, all white version takes it from rustic 

into the realm of contemporary chic.  

      US UNITS   METRIC UNITS 
 

Total Weight     28.5oz PLY   882 g PLM 

      19.0 oz PSY   644 g PSM 
 

Roll Width     52/54 in.     132/140 cm 
 

Gauge      .030”-.048”   0.762-1.143 mm 
 

Fabric      Woven 
 

Tensile (Minimum)    50 x 55 lbf   222 x 245 N 
 

Tear (Minimum)     25 x 25 lbf 

Federal Spec     CCC-W-408D, Type II 
 

WA Spec     WA-101, Type II 
 

ASTM F-793     Category V, Type II 
 

Fire Testing     NFPA 101® Life Safety Code® 

      NFPA 255 (UL723, CAN S102M) Tunnel Test1 

       Class A Rating 

       Flame Spread   15 

       Smoke Developed  5 

      NFPA 286 Corner Burn Test2 

Meets requirements for Flame Spread, Smoke Developed and 

Flashover 

CE Certification     Not applicable 

Indoor Air Quality    California 01350- Meets emission requirements for schools and offices 

     
       

Repeat  Vertical    35.5 in.    90.17 cm 

  Horizontal   N/A 

  Nominal Pattern Width  52 in.    132 cm 

  Match Information  Random Match, Non-Reverse Hang 

 
1  When applied to GRC Board with A-848-B adhesive    2  When applied to 5/8” type-X gypsum board with A-848-B adhesive 

Available in 12 Colorways 

 
HW29-60  Alder   HW29-58  Hemlock 

HW29-31  Aspen   HW29-56  Hickory 

HW29-33  Beech   HW29-39  Highland Ash 

HW29-97  Black Walnut  HW29-68  Mahogany 

HW29-55  Brazilian  HW29-21  Pearl Wash 

HW29-94  Ebony   HW29-63  White Oak 
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*These decorative metallic wallcoverings should only be cleaned with mild ingredients such as soap, detergent and water.  Stronger, more alkaline household 

cleaners have the potential to damage the surface of the material along with excessive scrubbing. 


