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SOUND DESIGN DIMENSIONS: 
ARCH

Arch panels seamlessly enhance any environment. Select natural fiber acoustical fabric for some charm or vibrant 
patterns for a modern twist, enhancing both style and sound absorption for your environment. These panels effortlessly 
become the focal point of any space.

SPECIFICATIONS

Thickness:  2 ½” at its highest point

Sizes:  3 Standards (6”x16”, 9”x24”, 13 ½” x 36”) 

Acoustical Core:  6-7 PCF Density Rigid Fiberglass

Mounting Options:  Roto Snap-on Anchor, Impailing Clips 
with adhesive, L Bracket (Ceiling)

Fire Testing:  All components are ASTM E84 – Class A Fire 
Rated 

NRC Ratings:  1.25

FINISH OPTIONS

• Stocked Fabrics
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SOUND DESIGN DIMENSIONS: 
DIAMOND

The Diamond panels provide a multitude of design possibilities. Whether you’re seeking a distinctive acoustical solution 
for ceilings or walls, the Diamond offers flexibility through various configurations and a wide range of acoustical fabric 
options.

SPECIFICATIONS

Thickness:  3 ¼” at its highest point  

Sizes:  24” x 13-7/8th” 

Acoustical Core:  6-7 PCF Density Rigid Fiberglass

Mounting Options:  Roto Snap-on Anchor,  Impailing Clips 
with adhesive, L Bracket (ceiling)

Fire Testing:  All components are ASTM E84 – Class A Fire 
Rated

NRC Ratings:  .90 

FINISH OPTIONS

• Stocked Fabrics
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SOUND DESIGN DIMENSIONS: 
KEYSTONE

Keystone elevates every room it graces. Offering a multitude of design possibilities, this panel’s distinctive shape 
seamlessly complements a wide range of aesthetics and fabric choices, adding versatility and elegance to any space.

SPECIFICATIONS

Thickness:  Small (2 1/8th”), 3 1/8th”, or 4 1/8th” at its highest 
point  

Sizes:  3 Standards (12”x15”, 24”x30”, 36 x 45”) (Custom sizes 
available) 

Acoustical Core:  6-7 PCF Density Rigid Fiberglass

Mounting Options:  Roto Snap-on Anchor,  Impailing Clips 
with adhesive, L Bracket (ceiling)

Fire Testing:  All components are ASTM E84 – Class A Fire 
Rated

NRC Ratings:  1.05 

FINISH OPTIONS

• Stocked Fabrics
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SOUND DESIGN DIMENSIONS:
PLANK

Seeking to infuse your space with captivating texture? Look no further than Plank. These versatile panels offer many 
configuration possibilities, whether arranged vertically or horizontally. Plank presents limitless design potential to 
elevate your interior aesthetics.

SPECIFICATIONS

Thickness:  1” or 2” 

Sizes:  3 Standard Widths  (4”, 6”, & 8”) 4 Standard Lengths 
(12”, 24”, 48” & 36”)

Acoustical Core:  6-7 PCF Density Rigid Fiberglass

Mounting Options:  Roto Snap-on Anchor,  Impailing Clips 
with adhesive, L Bracket (ceiling)

Fire Testing:  All components are ASTM E84 – Class A Fire 
Rated

NRC Ratings:  .90 – 1.0

FINISH OPTIONS

• Stocked Fabrics
• Digital Dye Sub
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SOUND DESIGN DIMENSIONS: 
WEDGE

Experience the sophistication of Wedge, offering a sleek and refined aesthetic. With a range of sizes and configurations 
available, this shape provides versatility in design. Whether arranged vertically or horizontally, they offer endless 
possibilities for creating captivating visual effects.

SPECIFICATIONS

Thickness:  4”, 6”, or 8” at its highest point  

Sizes:  3 Standards (12”x24”, 18”x36”, 24 x 48”) 

Acoustical Core:  6-7 PCF Density Rigid Fiberglass

Mounting Options:  Roto Snap-on Anchor,  Impailing Clips 
with adhesive, L Bracket (ceiling)

Fire Testing:  All components are ASTM E84 – Class A Fire 
Rated

NRC Ratings:  1.15

FINISH OPTIONS

• Stocked Fabrics


